Bearing No. Dimensions Basic Load Limiting Speed Weight
Current |Original |d D H (Cr) (Cor) |01d spec |Design (KG)
ration
T661 170 305 70.35 — — 400 560 214
68TR - 174.625 358.775 82.55 - - 350 480 42.8
T709 - 177.8 43.8 101.6 — — 300 400 83.4
99440 9019440 1200 400 122 1720 7226 300 400 75
- 19742F 210 458.1 122 - - 290 390 117.3
91742 19742 460 122 2870 14450 |290 390 107
91742DS (219742 460 150 2870 14450 1290 390 134
351019C |- 220 300 96 403 1769 - - 20
353005 — 250 380 100 865 4647 - - 41.1
99452 9019452 260 480 132 - - 160 220 112.7
350981C |- 260 360 92 573 2865 - - 28
91754 19954 270 550 130 — — 140 190 159
99456 9019456 (280 520 145 - - 140 190 157.6
99464 9019464 [320 580 155 3740 17537 |110 160 185
99476 9019476 |380 670 175 4710 22870 |85 120 274
- 249976Y  |380 680 140 4460 8230 — — 217
BFSB35324 |- 749.3 952.5 127 5550 24000 |80 110 230.4
7F
917/1290 [197/1290 |[1290 1550 134 6970 55950 |75 100 495




